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NOTE: Delete, revise, or add to the text in this
section to cover project requirenents. Notes are
for designer information and will not appear in the
final project specification.

This section covers fireproofing, conplete.

Coordi nate this docunent with Section 09260 GYPSUM
BOARD ASSEMBLI ES.

Associ ated work found in other sections includes
nmetal framing, furring systens, and netal |ath.

Dr awi ngs nust show areas of application and
installation details.
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PART 1 GENERAL

1.1 REFERENCES
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NOTE: The followi ng references should not be
manual |y edited except to add new references.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci fication.
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The publications listed below forma part of this section to the extent
referenced:

ASTM | NTERNATI ONAL (ASTM

ASTM E 119 (2000a) Standard Test Methods for Fire
Tests of Building Construction and
Materi al s

ASTM E 84 (2003) Standard Test Method for Surface
Burni ng Characteristics of Building
Materi al s

| NTERNATI ONAL CCDE COUNCI L (I CQ)

| CC I BC (2003) International Building Code
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1.

1.

2 SUBM TTALS
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NOTE: Review subnmittal description (SD) definitions
in Section 01330 SUBM TTAL PROCEDURES and edit the
following list to reflect only the subnittals
required for the project. Submittals should be kept
to the mininumrequired for adequate quality
control. Include a columar |ist of appropriate
products and tests beneath each subnmittal

descri ption.
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The foll owi ng shall be submitted in accordance with Section 01330 SUBM TTAL
PROCEDURES in sufficient detail to show full conpliance with the
speci fication:

SD- 02 Shop Drawi ngs
Installation drawi ngs shall be subnitted for Fireproof Plaster in
accordance with the paragraph entitled, "Application," of this
section.

SD- 03 Product Data

Manuf acturer's catal og data shall be submtted for Fireproof
Pl aster showing flanme spread classification, fuel contribution,
and snoke devel oped.

SD- 04 Sanpl es
Not less than 1/2 pound 0.2 kil ogram of Fireproofing Plaster M x.
SD-07 Certificates
Certificates shall be subnmitted for Fireproof Plaster show ng
conformance with the 1CC I BC, "UniformBuilding Code," Volune I,
"Requi renments for Four-Hour Construction."”
SD- 08 Manufacturer's Instructions
Manuf acturer's instructions shall be subnmitted for Fireproof
Pl aster including special provisions required to install equipnment
components and system packages. Special notices shall detail
i npedances, hazards and safety precautions.
3 DELI VERY, HANDLI NG, AND STORAGE
Material s shall be delivered in original unopened packages bearing the nane
of the product, manufacturer's name, and the Underwiters Laboratories,
I nc. |abel.
Materials shall be stored off the ground, under cover, and away from danp

surfaces and shall be kept dry until ready to use. Materials that have
been exposed to water before use shall be discarded.
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PART 2 PRODUCTS

2.
2.

2.

1 MATERI ALS
1.1 Fi reproof Pl aster

Fi reproof plaster shall be gypsumvermiculite nmix. Consisting of one part
gypsumto two parts vermculite. Plaster shall conmply with | CC I BC,
"I nternational Building Code," "Requirements for 4-Hour Construction.”

Cohesion of the dry set material shall be such that the fireproofing coat
wi Il not crack or delam nate when the structural steel elenent is subjected
to a downward deflection of 1/120 of the span

Conpressive strength shall be not |ess than 70 pounds per square inch 485
ki | opascal .

When tested in accordance with ASTM E 84, the set and dry naterial shal
show the foll owi ng characteristics:

Fl ame spread 10

Fuel contributed 5

Snmoke devel oped 0
1.2 VWt er

Wat er shall be potable.

PART 3 EXECUTI ON

3.
3.

3.

1 | NSTALLATI ON
1.1 CGeneral Requirenents

Fireproofing plaster shall be applied as specified to those areas
indicated. Details shall be as indicated.

1.2 Appl i cation

Application of fireproofing plaster shall be [pneumatic] [or] [and]
[trowel |l ed] in accordance with material manufacturer's witten
recomendati ons. Thi ckness of application shall be as indicated and in
conmpliance with the applicable codes to provide rated fireproofing when
tested in accordance with ASTM E 119.

Fram ng and furring shall be as recomended by manufacturer for the
installation of the fireproofing plaster thickness required or as indicated.

.2 ACCEPTANCE PROVI SI ONS

After conpletion of fireproofing work, application equi prent shall be
renoved. Areas of ceilings, walls, and floors, adjacent or exposed to the
operations of application of the fireproofing material, and other surfaces
and finishes that may have been soiled shall be cl eaned of fireproofing
materi al s.

Damaged or unacceptabl e portions of the fireproofing plaster shall be
renoved and replaced with new work at no additional cost to the Governnent.
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